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Quotation Request //
US Government Printing Office JACKET:325-144
Agency Publishing Services Issue Date and Time: 09/25/2006 5:34 PM
732 North Capitol Street, NW Quotations are Due By:
Washington DC 20401-0001 (Eastern Time)10:00 AM on 06/27/2006

Submit Fax Quotes to: 00000000

TITLE: IS IT DONE YET? KIT 2006 (12 ITEMS)
QUANTITY: 140000 Total of 12 Items: Item (A) 55,000 Brochures; Item (B) 35,000 Magnets, Item (C) 5,000 Forms, Item (D)
5,000 Kit Folders, Item (E) 5,000 Forms, Item (F) 5,000 Forms, Item (G) 5,000 Forms, Item (H) 5,000 Forms, Item (I) 5,000
Forms, Item (J) 5,000 Forms, Item (K) 5,000 DVD Labels, and Item (L) 5,000 DVD's.

-------------------------AST 3 Fax Number 202-512-1567-------------------------------
.
TRIM SIZE: (A) Folded Forms - 19 x 9" flat, fold to 4 x 9"
(B) Magnets - 6 x 4
(C) Folded Forms - 17 x 11 flat, folded to 8-1/2 x 11"
(E), (F), (G), (H), (I), and (J),- 8-1/2 x 11"
(D) Kit Folders - 19-1/2 (includes 3/4" glue tabs) x 15-1/2", fold to 9 x 11-1/2"
(K) CD Label - 4-1/2" diameter
(L) Replicate/Duplicate Master DVD-ROM
.
PAGES: Item (A) Face & Back, prints Head to Head; Item (D) Face and back;
Items (B), (C), and (E) thru (K) Prints face only;
Item (L) DVD Replication - Std. 120MM
.
SCHEDULE:
Furnished Material will be available for pickup by 06/27/2006
Deliver complete (to arrive at destination) by 07/28/2006
F.O.B. destination
.
QUALITY LEVEL: 2 Quality Assurance Through Attributes (GPO PUB 310.1, effective May 1979 (Rev. 8-02)) applies.
DESCRIPTION:
LIMITED PRODUCTION AREA: All production facilities must be located within a 50-mile radius of Washington, DC.

Item (A): Prints face and back, head to head in type/line matter and illustrations, using builds of 4-color process. Some type
revereses to appear White. Bleeds head, foot, face and back. Perforate vertically along entire 9" dimension, 3" from right edge.
After printing, coat the entire surface of the face and back with a clear, non-yellowing gloss varnish.

Item (B): Prints face only in type/line matter and illustrations, using builds of 4-color process. Some type revereses to appear
White. Bleeds head and foot. After printing, coat the entire surface of the face with a clear, non-yellowing gloss varnish.

Item (C): Prints face only in type/line matter and illustrations, using builds of 4-color process. Some type revereses to appear
White. Bleeds head and foot. After printing, coat the entire surface of the face with a clear, non-yellowing gloss varnish.

Item (D): Kit folder prints face and back in 4-color process with 4" inside pockets with glue tabs securely glued to outside of
pocket at left and right edges. Die cut full depth "V" cut in pockets at center fold.
Die cut an approx. 5 x 1/4" opening in inside right pocket suitable for holding standard size CD. After printing, coat the entire
surface of the face and back with a clear, non-yellowing gloss varnish.

Items (E) thru (J): Prints face only in type/line matter and illustrations, using builds of 4-color process. Some type revereses to
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appear White. Bleeds head and foot. After printing, coat the entire surface of the face with a clear, non-yellowing gloss varnish.

Item (K): DVD Label - Contractor's option to print a label for DVD, die cut hole in center of label and affix to face of DVD, OR
screen print on DVD with a solid white background (white background down first) in 4-color process.

Item (L): DVD-ROM Sets: Contractor must furnish all materials and services as required to create DVD-ROM (Video) discs
(DVD-5; 4.7gb) from a furnished Verbatim DVD+R 8x. All DVD-ROM (Video) discs produced shall comply with the OSTA
(Optical Storage Technical Association) Universal Disc Format Specification. DVD-ROM video discs must be produced by
replication- the process of "stamping" data into an injection molded DVD (recordable type DVD discs are not acceptable).

DVD Mastering/Replication: Disc will be standard, 120mm DVD with a spiral track, made of polycarbonate subtrate with a thin
highlyt reflective metal layer sealed with a protective layer in conformation with the ISO 16448 DVD standard. Each disc must
have the printed title on the non-reflective side. All discs must be replicated in the International Standards Organization (ISO)
9660 format. This implies that any DVD disc produced by the mastering facility must be completely compatible with Microsoft
DVD Extensions, V 2.0 or higher and other operating systems such as Unix, Apple, and MS-DOS. The contractor shall load the
entire data base on discs in conformance with the ISO 9660 standard. All subtitles on DVD must not overprint graphics and titles
on screen, move subtitles up or down to allow for graphics to show.

DATA VERIFICATION: Upon receipt of the input media, contractor shall review the files for usability and completeness. The
contractor shall verify compliance of disc image(s) with the requirements of the DVD Standard Specification version 1.0. The
contractor shall immediately notify the Government of any problems with the furnished data files, including files which are
damaged, unreadable, oversized, or not in compliance with the DVD Standard Specification version 1.0.
DATA CAPACITY: DVD-ROM discs produced shall have a capacity of 4.38 gigabytes (4,700,000,000 bytes) of data - type
DVD-5, single side, single layer.
DVD-ROM FORMAT: 16 X 9 wide screen, 4 X 3 letter box. All subtitles on DVD must not overprint graphics and titles on
screen, move subtitles up or down to allow for graphics to show.
DVD-ROM FILE SYSTEM: DVD-ROM discs produced shall comply with the OSTA Universal Disc Format Specification: 1996
(Appendix 6.9) "OSTA UDF Compliant Domain" of ISO/IEC 13346:1995 Volume and file structure of write-once and rewritable
media using non-sequential recording for information interchange - Also known as the UDF Bridge (UDF/ISO 9660) file
structure; and DVD Standard Specification version 1.0.
NOTE- All DVD-ROM (Video) Discs must be capable of "read/play" on computer DVD drives and on consumer type DVD
players.

NOTE: CD-ROM or DVD DUPLICATION/REPLICATION. Several firms claim patent rights, which may be applicable to
CD-ROM or DVD replication. For example, see://.licensing.philips.com. U.S. Philips Corporation and Sony Corporation claim to
hold patents for certain technologies essential to the manufacture and replication of CD-ROMs and DVDs and assert it is
impossible to manufacture or replicate a CD-ROM or DVD without infringing these patents. The patent claims cover, among
other things, both the physical structure of and the manner in which data is encoded on a CD-ROM or DVD. Other firms,
including Discovision Associates, Irvine, CA, also claim similar patent rights.

By submission of a bid, bidders certify that they hold a license under all patents applicable to their duplication/ replication of
CD-ROMs or DVDs.

Each quoter's attention is invited to the patent indemnification provisions of GPO Contract Terms (Pub. 310.2 (Rev. 6-01)) since
the successful contractor will be responsible for compliance with all applicable patents, including any for CD-ROMs or DVDs.
See also attachment one.

All delivered CD-ROM/DVD duplicates/replicates must conform to the physical specifications as defined by ISO Standard
10149. Also all delivered CD-ROM/DVD disks duplicates/replicates must meet or exceed the error-detection and correction
specifications as defined by ISO Stand 10149. All delivered CD-ROM/DVd replicates must be free of EEC errors.

All CD-ROM/DVDs must be duplicated/replicated in the International Standards Organization (ISO) 9660 format. This implies
that any CD-ROM/DVD discs produced by the contractor must be completely compatible with the Microsoft CD-ROM
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extensions, Version 2.0 or higher, and other operating systems such as Unix, Apple and MS-DOS.

Gather 5,000 sets as follows: One kit folder(D) and place the following items into pockets of kit folder, in order as specified - in
left pocket place, one each, of items (A), (B) and (C) and in right pocket place items (E), (F), (G), (H), (I), (J), and insert (L) into
die cut slot in right pocket.
.
MATERIAL FURNISHED: Contractor to pickup at GPO. .
Item (A): One 700MB CD-R disk created on a Macintosh computer with OSX using Adobe Illustrator CS2, Adobe Photoshop
CS2 and InDesign CS2 software programs. All fonts (PostScript) are furnished. Bleeds are provided. Disk contains EPS and
TIFF files. Contractor must output screens at a minimum of 175 lpi with a minimum output resolution of 2540 dpi.

One color laser visual (output at 100%) for use as a visual for folding and weight.

Item (B): One 700MB CD-R disk created on a Macintosh computer with OSX using Adobe Illustrator CS2, Adobe Photoshop
CS2 and InDesign CS2 software programs. All fonts (PostScript) are furnished. Bleeds are provided. Disk contains EPS and
TIFF files. Contractor must output screens at a minimum of 175 lpi with a minimum output resolution of 2540 dpi.

One (1) black/white laser visual (output at 150%) for use as a visual. One sample from a previous printing for color reference
only.

Items (C) thru (K): One 700MB CD-R disk created on a Macintosh computer with OSX using Adobe Illustrator CS2, Adobe
Photoshop CS2 and InDesign CS2 software programs. All fonts (PostScript) are furnished. Bleeds are provided. Disk contains
EPS and TIFF files. Contractor must output screens at a minimum of 175 lpi with a minimum output resolution of 2540 dpi.

One (1) black/white laser visual (output at 100% or less) for each item to use as a visual.

Item (L): One Master CD for DVD replication.

Prior to image processing, the contractor is responsible for performing a basic check (preflight) of the furnished publishing files
to assure accurate output of the required reproduction image. Any errors, media damage or data corruption that might interfere
with proper file imaging must be reported to the contract administrator in sufficient time to comply with the shipping schedule.

In addition, the contractor is responsible for creating or altering any necessary trapping, setting proper screen angles and screen
frequency, and defining file output selection for the imaging devise being utilized. All furnished files must be imaged as
necessary to meet assigned quality level.
.
PAPER: * Must be in accordance with JCP Paper Specification Standards in effect on date of this order
(A) JCP Code* L10, White Litho Coated Text, Basis Size 20 X 26", Basis Weight 80 Lbs.

(B) Koroseal Magnetic Base Sheeting with White Vinyl Facing, total thickness .020"

(C), (E), (F), (G), (H), (I), and (J) JCP Code* A180, White Litho (Gloss) Coated Book, Basis Size 25 X 38", Basis weight 70
Lbs.

(D) JCP Code* L70, White Coated One Side (C1S) Cover, Point Size 10 pt.

(K) White Coated Label, Basis Size 25 x 38", Basis Weight 50-60 Lbs.

(L) Standard size DVD 120mm.
.
COLOR OF INK:
4 Color Process to match approved proofs
.
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PRINT PAGE: See Above
MARGINS:
Follow computer generated output.
.
PROOFS:
Item (L): Provide one sample DVD-Rom as check disk.

Items (A) thru (K):
Two (2) sets of digital color content proofs for each item. At contractor's option, a film-based composite blueline may be
submitted provided direct to plate is used to produce the final product. Proofs must be created using the same Raster Image
Processor (RIP) that will be used to produce the product. Proofs shall be collated with all elements in proper position (not pasted
up), imaged face and back, trimmed and folded to the finished size of the product.

One (1) set of digital one-piece composite laminated color proofs on the actual production stock (Kodak Approval, Screen
TrueRite, Dupont Thermal Waterproof, Polaroid PolaProof, CreoSpectrum, or Fuji Final Proof) with a minimum resolution of
2400 dpi for each item. At contractor's option, a film-based composite laminated color proof on the actual production stock may
be submitted provided direct to plate is used to produce the final product. The make and model number of the proofing system
utilized shall be furnished with the proofs.

These proofs must have all elements in press configuration and must indicate margins. Proofs will be used for color match on
press and must show dot structure. Inkjet, photographic, and overlay proofs are not acceptable. The proofs must contain color
control bars for each color of ink on the sheet. Control bars must be placed parallel to the press's ink rollers. The control bars
(such as Brunner, GATF, GRETAG, or RIT) must show areas consisting of minimum 3/16 x 3/16" solid color patches; tint
patches of 25, 50 and 75%; dot gain scale; and gray balance patches for process color (if applicable). These areas must be
repeated consecutively across the sheet.

Deliver proofs together with the furnished media (lasers, electronic media) directly to: USDA, OC Printing Services, Room 501
A, 1400 Independence Avenue SW, Washington, DC 20250, Attn: Lonnie Thomas, (202-720-8180). Contractor must call GPO
Contract Compliance Section at 1-800-424-9470, or email information to compliance@gpo.gov immediately upon
sending/delivering proofs and immediately upon notification that the proofs are available for pickup at the department.

Proofs will be withheld not more than two (2) workdays from receipt in the department to when they are made available for
pickup at the department.

Contractor must not print prior to receipt of an "OK to Print".

PRESS SHEET INSPECTION: Call (202) 512-1162, between the hours of 8:00 a.m. and 2:00 p.m., prevailing eastern time, with
two (2) workdays notice.
Press sheets will be inspected at the contractor's plant for quality conformance. Note: A press sheet inspection is for the purpose
of setting specific standards that are to be maintained throughout the entire run. It does not constitute a prior approval of the
entire run.
Press sheets must contain one color bar for each color placed parallel to the press's ink rollers. The control bars must show areas
consisting of 3/16 x 3/16" minimum solid color patches; tint patches of 25, 50, 75%; dot gain scale (GATF, BRUNNER, or
GRETAG); and gray balance patches for process color, repeated across the entire press sheet. The density must be constant across
the full width of the sheet with deviations not to exceed plus or minus 5%. For viewing of the press sheets, the contractor must
provide a densitometer and controlled lighting using overhead viewing lights with 5000 degree Kelvin lumination.
NOTE: Must be printed on a press capable of printing four colors in a single pass through the press (minimum four printing
units).
.
BINDING:
Item #A -FOLD perforated edge to 3 x 9" segment toward back; THEN fold to 4 x 9" using 2 parallel folds, fold with title face
out.
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Item #C - Fold to 8-1/2 x 11", using 1 parallel fold. Fold with title face out.
.
PACKING:
Gather 5,000 sets as follows: One kit folder(D) and place the following items into pockets of kit folder, in order as specified - in
left pocket place, one each, of items (A), (B) and (C) and in right pocket place items (E), (F), (G), (H), (I), (J), and insert (L) into
die cut slot in right pocket.

Balance of 50,000 brochures, and 30,000 magnets to be shrink film wrapped in units of 100. DO NOT MIX ITEMS.

Pack per distribution. Pack suitably per shipping container.

MARK EACH CARTON WITH ITEM NAME, QUANTITY AND "FSIS-IIDY-4".
.
DISTRIBUTION:
Deliver 1,000 Brochures; 1,000 Magnets and 100 kits to: USDA, GWCC, 5601 Sunnyside Avenue, Beltsville, MD 20705, (MF:
FSIS, Maildrop 5241, Room 2-L170A/D. Rhea)

Deliver 49,000 Brochures; 29,000 Magnets and 4,900 kits to: BSC, 6351 Ammendale Road, Beltsville, MD 20705, (INSIDE
DELIVERY, Attn: Black or Kemper 301-394-0400)

Return all GFM and 1 sample kit to: USDA, OC Printing Services, Room 501A, 1400 Independence Avenue SW, Washington,
DC 20250, Attn: Lonnie Thomas, 202-720-8180

Deliver 1 kit set to: US Government Printing Office, Agency Publishing Services, 732 N. Capitol Street, NW, Room C-838, AST
3, Attn: C. Hall

QUALITY ASSURANCE STANDARDS: The following standards shall apply to these specifications:
Inspection Levels (from ANSI/ASQC Z1.4):
(a) Non-destructive Tests -- General Inspection Level 1.
(b) Destructive Tests -- Special Inspection Level S-2.
Specified standards to correspond with each required attribute as follows:
ATTRIBUTE SPECIFIED STANDARD ALTERNATE STANDARD*
P-7. Type Quality and Uniformity OK Press Sheet OK'd Proof/Electronic Media

P-10. Process Color Match OK Press Sheet OK'd Proof/Electronic Media

* If "O.K.Press Sheet" is the specified standard but press-sheet inspection is waived, the listed alternate standard will become the
specified standard.
.
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